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Ausschreibungstexte
PROMATECT®-XS 
32PB20  
Bekleidung von Stahlbauteilen mit Brandschutz- 
platten aus Kalziumsulfat-Dihydrat und verstärkenden 
Glasfasern
dimensionsstabil, selbsttragend, Brandverhaltensklasse A1 
nach EN 13501-1, geprüft nach EN 13381-4, Plattengewicht 
ca. 9,15 kg/cm/m², Druckfestigkeit ab 6,0 N/mm², Wärme-
leitfähigkeit λ ca. 0,275 W/(m ∙ K), ein- oder zweilagige 
Bekleidungen, Platten stumpf gestoßen verschraubt/ge-
klammert, Feuerwiderstandsdauer R 30 bis R 120 gemäß 
EN 13501-2, abhängig vom Ap/V-Wert sowie der kritischen 
Bemessungstemperatur nach Eurocode, z. B. mit Promat 
PROMATECT®-XS, Promat-Konstruktionen 916 und 946, 
Nachweis nach den Beurteilungsberichten 22/32303623 
und 22/32305223, oder gleichwertiges Produkt.

32PB20A  
Brandschutzbekleidung PROMATECT®-XS R tt*  
Stützen oder Träger 4-seitig
Bekleidung für offene Profile oder Hohlprofile, Platten
dicke bemessen nach Ap/V-Wert und Feuerwiderstand 
unter Berücksichtigung der kritischen Bemessungs
temperatur, erforderliche Plattendicke bei Verwendung 
von PROMATECT®-XS

	→ bei einem Ap/V-Wert von _____________[m–1]

Angebotenes Erzeugnis:
Plattendicke bei angebotenem Erzeugnis:

32PB20B  
Brandschutzbekleidung PROMATECT®-XS R tt*  
Stützen oder Träger 3-seitig
Bekleidung für offene Profile oder Hohlprofile, Platten
dicke bemessen nach Ap/V-Wert und Feuerwiderstand 
unter Berücksichtigung der kritischen Bemessungs
temperatur, erforderliche Plattendicke bei Verwendung 
von PROMATECT®-XS

	→ bei einem Ap/V-Wert von _____________[m–1]

Angebotenes Erzeugnis:
Plattendicke bei angebotenem Erzeugnis:

* tt Feuerwiderstandsdauer lt. Erfordernis eintragen!  
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Nachweise

Bei Fragen zu Klassifizierungsberichten und Bewertungen sprechen Sie uns bitte an.
Kontakt: technik.at@etexgroup.com

LGAI Technological Center, S.A. 
Campus UAB  - Ronda de la Font del Carme,  s/n 
E - 08193 Bellaterra (Barcelona) 
T +34 93 567 20 00 
F +34 93 567 20 01 
www.appluslaboratories.com

This document will not be reproduced otherwise than in full. 
Reports digitally signed and all its digital copies are considered original documents. Paper 
copies have no legal validity 
This document consists of 60 pages. 

LGAI Technological Center S.A. Inscrita en el registro Mercantil de Barcelona, Tomo 35.803, Folio1, Hoja Nº B-266.627 Inscripción 1ª C.I.F. : A-63207492 

Page 1 

Title:  
Assessment report for the determination of the contribution to the fire 
resistance of structural steel I/H sections by applied protection of an 
intumescent protection system according to EN 13381-4:2013 “Test methods 
for determining the contribution to the fire resistance of structural members. 
Part 4: Applied passive protection to steel members. 

Tested material: 
Fire protective boards reference "Promatect®-XS 2G" by Promat

File number: 22/32303623 

Sponsor:  
PROMAT RESEARCH & TECHNOLOGY CENTRE NV 
Bormstraat 24 
2830 Willebroek, Tisselt 
Belgium. 

Report Date:  
7 July 2022 
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LGAI Technological Center, S.A. 
Campus UAB  - Ronda de la Font del Carme,  s/n 
E - 08193 Bellaterra (Barcelona) 
T +34 93 567 20 00 
F +34 93 567 20 01 
www.appluslaboratories.com



This document will not be reproduced otherwise than in full. 
Reports digitally signed and all its digital copies are considered original documents. Paper 
copies have no legal validity 
This document consists of 56 pages. Page 1.  

LGAI Technological Center S.A. Inscrita en el registro Mercantil de Barcelona, Tomo 35.803, Folio1, Hoja Nº B-266.627 Inscripción 1ª C.I.F. : A-63207492 

Title: 
Assessment report for the determination of the contribution to the fire 
resistance of structural steel I/H sections by applied protection of board 
protection system according to EN 13381-4:2013 “Test methods for 
determining the contribution to the fire resistance of structural members. Part 
4: Applied passive protection to steel members. 

Tested material: 
Fire protective boards reference PROMATECT®-XS 2G  by Promat 

File number: 22/32305223 

Sponsor:  
PROMAT RESEARCH & TECHNOLOGY CENTRE NV 
Bormstraat 24 
2830 Willebroek, Tisselt 
Belgium. 

Report Date:  
28 October 2022 
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Unser Kontaktformular im Internet:

Österreich
Etex Building Performance GmbH

Sankt-Peter-Straße 25 / Bau 39 

A-4021 Linz 

T	 +43 732 6912-0 

E	 info.at@etexgroup.com 

www.promat.at

Weitere Informationen auf 

www.promat.at

Stets aktuell in Web  
und App


